TECHNICAL SPECIFICATIONS

Element Type CvV/CcvX DI/DIX TR
Pumping Speed (I/s, Nitrogen) 300 240 240
) Starting Pressure (mbar) <1x10° <1x10% <5x10?
D J

Lifetime (hours @ 10°® mbar) 50,000 50,000 80,000

GAMMA Ultimate Pressure (mbar) <1x10"

VACUUM

Maximum Baking Temperature (°C) 250 / 450 (without magnets)
Inlet Flange DN 150 (8 in.) CFF
Weight, kg (lbs) 65(143)

TiTan™ 300TV
lon Pump

DIMENSIONAL DETAILS*

’—7(225)4~ ‘

203 CFF [8" CFF]
° \/NON'ROTATABLE, 30mm THK

2311

. d SEEEN

J

T
301 |
150.3) 1

SHVI0 10KV HV FDTHRU SHOWN
-w/owm HV FDTHRUS AVAILABLE
[ |

(344.7) TiTen™ kn Punp|

|
T
|
T
I
i
|
1
|
1
1
(333.9) G é
, Vecum
|
I
|
1
|
1
|
1
|

CENTER OF/ o o
GRAVITY
0 —
—130)
KN T 0.8

*Single inlet flange shown. Alternative configurations available at www.gammavacuum.com
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